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@ Edixeon® star is an Edixeon® emitter on an Alumina PCB the highest

flux LEDs in the world by Edison Opto. Edixeon” emitters are designed to satisfy
more and more Solid-State lighting High Power LED appiications for brilliant world
such as flash light, indoor and outdoor decoration light. Edixeon® emitters are
designed by particular package for High Power LED. Edixeon® white has more than
55 lumens @350mA and over 20 times brighter than standard LEDs. Unlike most
fluorescent sources, Edixeon® contains no mercury and has more energy efficient
than other incandescent light source.

Features
« Various colors

* More energy efficient than incandescent and most halogen lamps
* Low voltage operated
+ Instant light

* Long operating life

Typical Applications
« Reading lights

* Portable flashlight

* Up-lighters and Down-lighters
* General lighting

« Contour lights

* Ceiling lights

* Garden lighting

* Decoration lights

+ Architectural lighting

* Beacon lights
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Edixeon Technology

T, max=125°C

* High Lumen performance

» Low thermal resistance 15-18 °C/W

* Industrial best lumen maintenance — 50,000hrs life at
e max With 70% lumen if T, is lower than 70 °C
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Side Emitting(EDSW-13A1-B1-AB10
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Lambertian (EDSx-1LAx-x1-BB18) Side Emitting (EDSW-15A1-B1-BB1
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Notes: 1. All dimensions are in mm.,
2. Drawings are not to scale.
3. htis strongly recommended that the temperature of lead be not higher than 55T
4, It is important that the slug can't contact aluminum surface, It is strongly recommended that
there should coat a uniform electrically isolated heat dissipation film on the aluminum surface.
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